
SPOT TRACE  

SERVICES LONG BATTERY LIFE

SPECIFICATIONS

TRACKING:
View your asset’s GPS coordinates online in near real-time.

BASIC SERVICE
Required for all spot trace devices

SPOT TRACE automatically sends a text/email with your assets 
GPS coordinates when movement is detected.View the asset’s GPS 
coordinates anytime online. Basic service allows you to customize 
your SPOT TRACE to track ecery 5, 10, 30 or 60 minutes. Customize 
your device’s dock mode, movement alert, status, low battery and 
power off settings.

EXTREME TRACKING UPGRADE
Enjoy even greater assurance from SPOT TRACE with Extreme 
Tracking. Get all the features of Basic Service, with the added benefit 
of tracking your asset’s GPS coordinates every 2 1/2 minutes.

A must for extremely valuable assets - because anything can hap-
pen in just a few minutes.

SPOT PRODUCT REPLACEMENT PROGRAM
Never lose the feeling of security and peace-of-mind.
Add this program to quickly replace a damaged, lost or stolen SPOT 
TRACE.

MOVEMENT ALERTS:
Receive notifications when SPOT’s vibration sensor detects your 
asset has new movement

DOCK MODE:
Configure SPOT TRACE to track an asset that is primarily stored on 
the water.

POWER OFF MESSAGE:
Receive a notification if SPOT TRACE is powered off.

LOW BATTERY MESSAGE:
Receive a notification when  SPOT TRACE’s battery are low.

STATUS MESSAGE:
Receive a daily alert to let you know your asset is secure.

Send 1,250 Check In and Custom Messages on a single set of
Lithium batteries 

HEIGHT: : 2.02 in (5.13 cm)

WIDTH: : 2.02 in (5.13 cm)

THICKNESS:  .95 in (2.14 cm)

WEIGHT:  3.1 oz (87.9g)

OPERATING TEMP: -22 F to 140 F (-30 C to 60 C)

OPERATING ALTITUDE: -328 ft to 21,320 ft (-100 m to 6,500 m)

HUMIDITY RATED:  MIL-STD-810F, Method 507.3, 95% to 100% 
cond.

VIBRATION RATED: per SAE J1455

OPERATING FREQUENCY: 1610 – 1620 MHz L-band

Advanced theft-alert tracking for anything


